
Description

 Designed for air supply/return in air conditioning and 

ventilation installations.

 Mounted on the wall or ceiling, concealing the frame with 

putty and leaving only the air slot visible.

 For flow rates from 50 a 1400 m3/h.

 Formation of continuous lines, with active and 

inactive zones, without breaking the aesthetic 

uniformity of the whole.

 Perfect integration.

 Unique installations.
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LINKIN  Mid-long throw hidden 
linear jet nozzles
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Description
Medium- and high-throw hidden linear jet nozzle, designed to combine 

aesthetics with technical performance. It can be mounted on a false 

ceiling or wall, with the frame concealed using mastic, leaving only 

the linear diffuser slot visible. The internal nozzle is fixed and does 

not allow orientation. Suitable for installation at heights between 2.6 

and 6 m. Available in lengths from 500 to 2000 mm, with the option to 

create continuous lines by joining multiple diffuser sections. Made of 

aluminum.

LINKIN  Hidden linear jet nozzle for installation in masonry or 

lightweight walls.

LINKIN-EZ Hidden linear jet nozzle for quick installation in lightweight 

walls with a thickness of 13 to 15 mm. 

Accessories
SDI Sliding-type airflow control damper.

PLIN/L/ Plenum box with a lateral circular connection. It incorporates 

supports for wall and ceiling suspension. Made in galvanised steel.

…/S/ Plenum box with an upper elliptical connection.

…-R Plenum box with a flow damper in the spigot (available only for 

lateral connection)

…/AIS/ Thermally insulated plenum box with foam.

PLU Set union pieces to create lines >1 m. (supplement *)

LINKIN Fixing systems
(L) Brackets for false ceiling suspension of the diffuser, with or without 

plenum box. The front angle is fixed to the rear frame with screws, 

then anti-crack tape is applied, and it is covered with filler.

(T) Angle-frame set for front fixing of the diffuser, with or without 

plenum box, using non-visible screws. First, the angle-frame is 

inserted into the back of the ceiling, then the diffuser is inserted from 

below. Once the front guides are aligned with the rear frame, it is fixed 

with screws. Finally, anti-crack tape is applied, and it is covered with 

filler.

LINKIN-EZ fixing systems
1) Screw directly to the ceiling or wall panel. No anti-crack tape is 

required

Finishes
R9016S Painted white RAL 9016 (60-70% gloss)

R9010S Painted white RAL 9010 (60-70% gloss)

R9005M Painted black RAL 9005 (20-30% gloss)

RAL... Painted in other RAL colours : see INFO page.

Mid-long throw hidden linear jet nozzles

Technical data
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LINKIN+PLIN/S/

0,5 < L ≤ 1 1 < L ≤ 1,5 1,5 < L ≤ 2
D1 H N D1 H N D1 H N

15 1/158 256 57.4 2/158 270 154 2/158 270 154
20 1/158 256 62.4 2/158 270 154 2/198 310 154
25 1/158 256 67.4 2/198 310 154 2/198 310 154
30 1/198 296 72.4 2/198 310 154 2/198 310 154
40 1/198 296 77.4 2/198 310 154 2/248 360 154
50 1/198 296 82.4 2/248 360 154 2/248 360 154

LINKIN+PLIN/L/

0,5 < L ≤ 1 1 < L ≤ 1,5 1,5 < L ≤ 2
D1 H N D1 H N D1 H N

15 1/158 270 154 2/158 270 154 2/158 270 154
20 1/158 270 154 2/158 270 154 2/198 270 154
25 1/198 270 154 2/198 270 154 2/198 270 154
30 1/198 270 154 2/198 270 154 2/198 270 154
40 1/198 270 154 2/198 270 154 2/248 270 154
50 1/198 270 154 2/148 270 154 2/248 270 154

(T) (L) 

(1) 

Specification text
Supply and mounting of medium-long throw hidden linear nozzle

LINKIN+PLIN/L/-R R9005M 20x2000 made of aluminum and painted 

in black RAL 9005 (20-30% gloss) with lateral circular

connection plenum box with airflow damper in the spigot and elements 

necessary for assembly. Brand MADEL.
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